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1 Please note that in common usage, confusingly, “OPS” can refer to either the complete Operator Protective 
Structure or just side/front/rear intrusion protection, depending on the context. 
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245 Shanley Road 
R D 9  
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Ph/Fax 06 874 3288 
Mobile 027 445 2049 
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Machine Type Skidder (Rubber Tyred) 
Location DG Glenn yard, Onekawa, Napier 
Make Tigercat 
Model 630B 
Serial Number 6301451 

Operator Protective Structure 
Serial Number 6301451 
Certificate Number 901099 
ROPS2 Std. SAE J1040 
FOPS3 Std. SAE J231 
OPS4 Std. SAE J1084 

OPS Compliance with ACoP 
(Based on Observable Evidence) 

 
Compliant - Refer to notes below 

Seatbelt ·  Suspect securing lanyards (seat to chassis) are missing – check with manufacturer  

General Comments 
Operator protective structure is in good condition and carries correct/compliant certification 
data. 

Recommendations 
Extent of OPS certification is not clear. Recommend obtain manufacturer’s declaration 
regarding OPS rating of rear polycarbonate plate. 

 

  

  
 

                                                           
2 Rollover Protective Structure 
3 Falling Object Protective Structure 
4 Side and/or front and/or roof and/or rear intrusion protection 
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Machine Type Log Processor (Tracked) 
Location Panpac Log Yard, Whirinaki 
Make Hitachi 
Model EX400-5 
Serial Number 16CP008204 

Operator Protective Structure 
Serial Number 00I074 
Certificate Number Unknown 
ROPS Std. Unknown 
FOPS Std. Unknown 
OPS Std. Not certified 

OPS Compliance with ACoP 
(Based on Observable Evidence) 

 
Non Compliant - Refer to notes below 

Seatbelt Not recorded  

General Comments 

·  Operator protective structure data plate does not specify standards ROPS and FOPS are 
certified to 

·  No reference to side intrusion certification (OPS) 
·  Front grill is bent and should be repaired/replaced. 
·  Non-certified, internal chain shot polycarbonate plate fitted. 

Recommendations 
·  Obtain compliant certification plate from manufacturer. 
·  Obtain clarification regarding OPS certification 

 

 
 



Mainmech Report No 63604 

�����������	�
���

������	������������������������������������������� ��������������������������������������������������� ���� �����$�����	�

 
Machine Type Grapple Loader (Tracked) 
Location Panpac Log Yard, Whirinaki 
Make Hitachi 
Model EX300-5 
Serial Number 1H1PO20370 

Operator Protective Structure 
Serial Number 980614 
Certificate Number Unknown 
ROPS Std. Unknown 
FOPS Std. Unknown 
OPS Std. Not certified 

OPS Compliance with ACoP 
(Based on Observable Evidence) 

 
Non Compliant - Refer to notes below 

Seatbelt Not recorded  

General Comments 

·  Operator protective structure data plate does not specify standards ROPS and FOPS are 
certified to 

·  No reference to side intrusion certification (OPS) 
·  Front grill is bent and should be repaired/replaced. 
·  ROPS gussets are strained and welds cracked from strained front grill. 
·  Rear ROPS mounting bolts missing/loose. 

Recommendations 
·  Obtain compliant certification plate from manufacturer. 
·  Obtain clarification regarding OPS certification 
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Machine Type Log Loader (Tyred) 
Location Panpac Log Yard, Whirinaki 
Make Volvo 
Model L120 
Serial Number L120EV16977 

Operator Protective Structure 
Serial Number 2217 
Certificate Number PM30149-00/1225/97 

ROPS Std. ISO3471  
FOPS Std. ISO3449 
OPS Std. Not certified 

OPS Compliance with ACoP 
(Based on Observable Evidence) 

 
Compliant - Refer to notes below 

Seatbelt Not recorded  
General Comments ·  No reference to side intrusion certification (OPS) 
Recommendations ·  Investigate whether front intrusion protection is required/desirable 
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Machine Type Grapple Loader/Materials Handler (Rubber Tyred) 
Location Panpac Log Yard, Whirinaki 
Make Caterpillar 
Model M322D 
Serial Number M322DEW2T00214 

Operator Protective Structure 
Serial Number Unknown 
Certificate Number Unknown 
ROPS Std. Not Certified 
FOPS Std. ISO10262 Level II 
OPS Std. ISO10262 Level II 

OPS Compliance with ACoP 
(Based on Observable Evidence) 

 
Non Compliant - Refer to notes below 

Seatbelt Not recorded/required  
General Comments ·  ISO10262 is not a standard approved by the ACoP. 
Recommendations ·  Upgrade Front OPS and FOPS rating to standards approved by ACoP 

 

  

  
 



Mainmech Report No 63604 

�����������	�
���

������	������������������������������������������� ��������������������������������������������������� ���� �����	�����	�

 
Machine Type Skidder (Tracked) 
Location Esk Forest 
Make Caterpillar 
Model 527 
Serial Number ID Plate not legible (Plant # 58) 

Operator Protective Structure 
Serial Number Unknown 
Certificate Number Unknown 
ROPS Std. Unknown 
FOPS Std. Unknown 
OPS Std. Unknown 

OPS Compliance with ACoP 
(Based on Observable Evidence) 

 
Non Compliant - Refer to notes below 

Seatbelt 
·  Suspect securing lanyards (seat to chassis) are missing – check with manufacturer 
·  Seat belt unsatisfactory  

General Comments 
·  OEM hoop-type ROPS fitted.  No evidence of ROPS certification. 
·  FOPS and OPS added locally.  Unknown if FOPS and OPS are certified. 

Recommendations Seek advice from manufacturer’s agent regarding certification status 
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Machine Type Grapple Loader (Tracked) 
Location Esk Forest 
Make Hitachi 
Model ZX350H-3 
Serial Number HCM1V800T0054551 

Operator Protective Structure 
Serial Number EQ0971 
Certificate Number 60914 
ROPS Std. AS2294.2 
FOPS Std. AS2294.3 
OPS Std. ISO8084 

OPS Compliance with ACoP 
(Based on Observable Evidence) 

 
Compliant - Refer to notes below 

Seatbelt OK 

General Comments 
·  Front OPS grill damaged 
·  Boom side “OPS” is not certified.  (Certification not strictly required for grapple work.) 

Recommendations Repair/replace front OPS Grill 
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Machine Type Bulldozer/Skidder (Tracked) 
Location Esk Forest 
Make Komatsu 
Model D65Ex-12 
Serial Number 65437 

Operator Protective Structure 
Serial Number Unknown 
Certificate Number Unknown 
ROPS Std. Unknown 
FOPS Std. Unknown 
OPS Std. Unknown 

OPS Compliance with ACoP 
(Based on Observable Evidence) 

 
Non Compliant - Refer to notes below 

Seatbelt Suspect securing lanyards (seat to chassis) are missing – check with manufacturer 

General Comments 

·  OEM hoop-type ROPS with FOPS fitted.  No evidence of ROPS/FOPS certification. 
·  OPS probably added locally.  No evidence of OPS certification. 
·  Polycarbonate plates fitted to (front) doors is not original.  If side and rear OPS is 

certified then door plates are probably not covered by this certification. 
·  Attachment lugs have been welded to the columns, thereby invalidating the OEM 

certification.  The ROPS columns are bent rearwards due to load transferred from the 
winch fairlead. 

Recommendations 
·  Seek advice from manufacturer’s agent regarding certification status 
·  Fairlead bracing arrangement to be changed to remove loading from ROPS 
·  ROPS to be assessed by CPEng to determine acceptability or repair/replacement options 
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Machine Type Cable Yarder (Independent Tower) 
Location Tangoio Forest 
Make Bellis 
Model BE85 
Serial Number 058 

Operator Protective Structure 
Serial Number 058 
Certificate Number 5501 
ROPS Std. N/A 
FOPS Std. ISO8083 
OPS Std. ISO8084 

OPS Compliance with ACoP 
(Based on Observable Evidence) 

 
Compliant - Refer to notes below 

Seatbelt N/A 
General Comments ·  Cab side glass broken – not part of OPS certification 
Recommendations ·  Repair broken glass 
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Machine Type Grapple Loader (Tracked) 
Location Tangoio Forest 
Make Hitachi 
Model ZX300 
Serial Number HCM1HH00E00030299 

Operator Protective Structure 
Serial Number 02B055 
Certificate Number Unknown 
ROPS Std. Unknown 
FOPS Std. Unknown 
OPS Std. Not certified 

OPS Compliance with ACoP 
(Based on Observable Evidence) 

 
Non Compliant - Refer to notes below 

Seatbelt OK  

General Comments 

·  Operator protective structure data plate does not specify standards ROPS and FOPS are 
certified to 

·  No reference to side intrusion certification (OPS) 
·  Mismatch between machine serial number on OPS certification plate and chassis.  (OPS 

cert. states “E00050299”)  While this is probably a simple stamping error, the numbers 
should match and this should be clarified with the manufacturer. 

·  Rear escape hatch is screwed shut (from outside) 

Recommendations 
·  Obtain compliant certification plate from manufacturer. 
·  Obtain clarification regarding OPS certification. 
·  Remove screws from escape hatch so it is openable from inside the cab in an emergency. 
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Machine Type Skidder (Rubber Tyred) 
Location Satherly Transport Yard 
Make John Deere 
Model 540 
Serial Number DW540DC529562 

Operator Protective Structure 
Serial Number 529562 
Certificate Number 59706 
ROPS Std. SAEJ1040 
FOPS Std. SAEJ231 
OPS Std. AS2294.1 

OPS Compliance with ACoP 
(Based on Observable Evidence) 

 
Compliant - Refer to notes below 

Seatbelt ·  OK  
General Comments ·  Some impact damage to FOPS 
Recommendations Obtain CPEng certification of structure post impact.  
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Machine Type Harvester (Tracked, self levelling) 
Location Gwavas Forest 
Make Timberjack 
Model 608L 
Serial Number 10BA1270 

Operator Protective Structure 
Serial Number F285459 
Certificate Number Unknown 
ROPS Std. SAEJ1040 
FOPS Std. SAEJ231 
OPS Std. SAEJ1084 

OPS Compliance with ACoP 
(Based on Observable Evidence) 

 
Compliant - Refer to notes below 

Seatbelt ·  Seat belt lanyard disconnected  

General Comments 
·  No chain catcher fitted to saw. 
·  Front OPS plate is ~12mm polycarbonate in line with current guidelines 
·  Rear polycarbonate plate is broken 

Recommendations 
·  Fit chain catcher. Operator raised issue of difficulty gauging saw performance with 

catcher fitted.  This is an issue which should be taken up with the manufacturer. 
·  Repair rear OPS plate. 
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Machine Type Forwarder (Rubber tyred, self loading) 
Location Gwavas Forest 
Make Timberjack 
Model 1210B 
Serial Number 12100638 

Operator Protective Structure 
Serial Number 1480400 
Certificate Number Unknown 
ROPS Std. ISO3471-1 
FOPS Std. ISO8083 
OPS Std. ISO8084 

OPS Compliance with ACoP 
(Based on Observable Evidence) 

 
Non Compliant - Refer to notes below 

Seatbelt 
·  Undersize seat belt (50mm) fitted. 
·  No seat belt lanyard system evident.  May not be required with swivelling seat.  

General Comments 
·  Rear OPS polycarbonate plate may not be rated for OPS 
·  Rear FOPS/OPS grill and supporting structure bent 

Recommendations 

·  Check requirement for seat belt lanyard with manufacturer 
·  Fit approved seatbelt 
·  Check extent of OPS certification with manufacturer 
·  Obtain CPEng certification of damaged structure 
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Machine Type Bulldozer (Tracked) 
Location Gwavas Forest 
Make Fiat Allis 
Model 10C 
Serial Number 111095 

Operator Protective Structure 
Serial Number Unknown 
Certificate Number Unknown 
ROPS Std. Unknown 
FOPS Std. Unknown 
OPS Std. Unknown 

OPS Compliance with ACoP 
(Based on Observable Evidence) 

 
Non Compliant - Refer to notes below 

Seatbelt Non compliant (50mm) seat belt fitted 

General Comments 
·  No ROPS, FOPS or OPS certification ID sighted 
·  Unlikely to be rateable for FOPS without modifications 
·  Front OPS guarding is probably inadequate. 

Recommendations ·  Engage CPEng to formally assess structure 
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Machine Type Bulldozer (Tracked) 
Location Gwavas Forest 
Make Caterpillar 
Model D4H 
Serial Number 7PK00206 

Operator Protective Structure 
Serial Number Unknown 
Certificate Number Unknown 
ROPS Std. Unknown 
FOPS Std. Unknown 
OPS Std. Unknown 

OPS Compliance with ACoP 
(Based on Observable Evidence) 

 
Non Compliant - Refer to notes below 

Seatbelt No seat belt lanyards fitted 
General Comments ·  No ROPS, FOPS or OPS certification ID sighted 

Recommendations 
·  Seek advice from manufacturer’s agent regarding certification status 
·  Also check whether seat belt lanyards are required for this application 
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Machine Type Grapple Loader (Tracked) 
Location Gwavas Forest 
Make Sumitomo 
Model SH300LC-3 
Serial Number 300L31116 (ID Plate not sighted) 

Operator Protective Structure 
Serial Number FK740 
Certificate Number 60914 
ROPS Std. ISO3471 
FOPS Std. ISO8083 
OPS Std. ISO8084 

OPS Compliance with ACoP 
(Based on Observable Evidence) 

 
Compliant - Refer to notes below 

Seatbelt OK 

General Comments 

·  Cab is certified for OPS both sides (as well as front). 
·  Rear escape hatch not operable due to ROPS design. 
·  Polycarbonate (Perspex ?) has been added to outside of OPS grill door to stop small 

objects penetrating.  This is fine, as the integrity of the certified structure has not been 
compromised. 

·  Complete structure is designated Grade 2, when Grade 3 appears more likely to be 
correct (minor issue). 

Recommendations Check hammer is retained in cab to break out glass if necessary 
 

  

  
 
 


